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[57] ABSTRACT 

Highly conducting lightweight hybrid materials are 
obtained by weaving strands of carbon or graphite fi- 
bers into a 2-dimensional fabric-like structure, deposit- 
ing a layer of carbon onto the fibers of the fabric-like 
structure, heating the fabric-like structure to graphitize 
the carbon layer and intercalating the graphitized car- 
bon layer. Composite materials for use in lightning 
strike protection are composed of at least one layer of 
the highly conducting lightweight hybrid material and 
at least one layer of traditional composite materials. 

16 Claims, 1 Drawing Sheet 
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INTERCALATED HYBRID GRAPHITE FIBER 
COMPOSITE 

ORIGIN OF THE INVENTION 5 

The invention described herein was made by an em- 
ployee of the United States government and may be 
manufactured or used by or for the United States gov- 
ernment without the payment of any royalties thereon 1Q 
or therefor. 

FIELD OF THE INVENTION 

The present invention is directed to electrically con- 
ductive composite materials. More particularly, the 15 
invention is directed to graphite fiber composite materi- 
als and methods of producing the same. 

BACKGROUND 

Ever since the mechanical properties of composite 20 
materials, as for example, glass, polymers, or graphite 
fibers in a polymer matrix have surpassed those of alu- 
minum, the trend has been for the increased use of these 
materials in the aerospace industry. Their light weight 
combined with high strength naturally lends itself to use 25 
in aircraft and spacecraft. There has not been, however, 
widespread development of all composite airplanes 
because the electrical conductivity of these composite 
materials is too low to withstand the effects of lightning 
strike. 30 

As a solution to this problem, metal has been added to 
the composites. This can take the form of metal surfaces 
such as metal foils or expanded metal foils, embedded 
metal wires, and metal filaments, either on the individ- 
ual composite fibers or on the complete structure. 35 

For example, U.S. Pat. No. 4,448,838 to McClenahan 
et al. teaches a graphite fiber reinforced laminate struc- 
ture which contains a metal wire or a metal coated 
filament which is woven in at least the outer ply of the _ 
graphite reinforced laminate structure. The metal pro- 
vides the graphite reinforced polymer with lightning 
protection. U.S. Pat. No. 4,481,249 to Ebneth et al. 
discloses carbon filaments, fibers and sheets manufac- 
tured from them which are obtained when the carbon ^ 
filaments and fibers are provided with a metal coating. 

The inclusion of metal in composite structures, how- 
ever, is not without problems. In instances where metal 
coatings are used, there is a particular problem with the 
coatings adhering to the surfaces. As temperatures 5Q 
change, metal layers expand much more rapidly than 
the glass or carbon fiber layers below. This causes inter- 
nal stress which is relieved by the separation of the 
metal layer from the adjacent fiber layer. Additionally, 
since metals are more dense than the fibers, as more 55 
protection is required, more weight is added to the 
structure. Thus, at some point the advantages of using 
composite structures are lost because of the added 
weight. Moreover, the processes by which the metals 
are included in or on the composite structures are often 60 
expensive and labor intensive because adding the metal 
introduces manufacturing complexities. There also may 
be complex electrical and chemical interactions be- 
tween the metal and the organic composite. Often this 
requires the rigorous exclusion of water from the manu- 65 
facturing system. 

In order to eliminate disadvantages of using metals in 
composites, the use of metals should be avoided. There- 


2 

fore, materials other than metals which are good con- 
ductors of electricity are needed. 

Carbon fibers currently used in the aerospace indus- 
try are reasonably good conductors (resistance of 2000 
ftfi-cm) but have a resistance which is still nearly three 
orders of magnitude greater than aluminum (2.7 /nD- 
cm). Graphitic carbon is substantially more conductive 
than the carbon fibers, and graphitic fibers have been 
made which have resistances as low as 70 ptO-cm. 

The resistance of graphitic carbon fibers has been 
lowered to values less than that of silver through the 
process of intercalation, the addition of guest atoms or 
molecules into the graphite lattice, forming a compound 
which consists of carbon layers and intercalate layers 
stacked on top of each other. U.S. Pat. No. 4,414,142 to 
Vogel et al. teaches the incorporation of intercalated 
carbon or graphite into an organic composite matrix, 
resulting in composites with electrical conductivity 
higher than similar products made with non-inter- 
calated graphite. U.S. Pat. No. 4,749,514 to Murakami 
et al. discloses a high grade graphite fiber obtained by 
heat treating specific polymer films and intercalating 
them in a vacuum or in an inert gas atmosphere. This 
intercalated graphite has improved stability over prior 
graphite intercalates. U.S. Pat. No. 4,915,925 to Chung 
discloses a method for producing exfoliated graphite 
fibers, by intercalating fibers and then exfoliating the 
intercalated fibers by heating. These fibers have a high 
degree of electrical conductivity. 

Intercalated pitch based carbon fibers, although hav- 
ing an overall decreased electrical resistance, fail to 
stand up to lightning strikes. This is apparently caused 
by the inability of the pitch based fibers to withstand the 
thermal shock accompanying a lightning strike. U.S. 
Pat. No. 4,863,773 to Rousseau et al. discloses a com- 
posite material of a substrate carbon fiber covered with 
a fine silicon carbide coating and embedded in a carbon 
matrix. This material is useful to withstand high heat 
and is used in spacecraft but does not appear to have 
improved electrical conductivity. 

SUMMARY OF THE INVENTION 

The present invention is directed to a highly conduc- 
tive lightweight hybrid material, a composite laminate 
and methods of producing the same. The hybrid mate- 
rial may be obtained by weaving strands of high 
strength carbon or graphite fibers into a two-dimen- 
sional fabric-like structure, depositing a layer of carbon 
onto the fibers of the fabric-like structure, heat treating 
the fabric -like structure to a temperature sufficient to 
graphitize the layer of carbon, and intercalating the 
graphitic carbon layer. A highly conductive laminate 
composite comprises at least one layer of the hybrid 
material and at least one layer of strands of high 
strength carbon or graphite fibers in a polymer matrix. 
The hybrid materials according to the present invention 
are compatible with matrix compounds, have a coeffici- 
ent of thermal expansion which is the same as underly- 
ing carbon or graphite fiber layers, and are resistant to 
galvanic corrosion. Materials according to the present 
invention have an electrical conductance which is pref- 
erably less than about 70 /xfl-cm, more preferably less 
than about 25 fifi-cm, and most preferably less than 
about 15 /Ltfl-cm. 

Materials according to the present invention are espe- 
cially useful for aircraft and spacecraft components 
which must withstand lightning strike. They are also 
useful in EMI-EMP shielding, electrostatic protection, 
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grounding planes, fault current paths, power buses and 
other applications where high strength, light weight 
and good conductivity are desired. 

BRIEF DESCRIPTION OF THE DRAWINGS 

A more complete understanding of the present inven- 
tion can be obtained by reference to the accompanying 
drawings, wherein; 

FIG. 1 is a sectional view of an individual hybrid 
graphite-polyacrylonitrile fiber. 

FIG. 2 shows a hybrid laminate composite comprised 
of a layer of hybrid material according to the present 
invention over conventional polyacrylonitrile (PAN) 
based carbon fibers. 

DETAILED DESCRIPTION OF PREFERRED 
EMBODIMENTS 

The present invention pertains to a highly conductive 
lightweight hybrid material. The material comprises a 
woven fabric-like base of intersecting warp and weft 20 
strands of high strength carbon or graphite fiber and a 
layer of graphitized intercalated carbon uniformly dis- 
posed on the fiber. The warp and weft strands of fibers 
are fused at their intersections by the presence of the 
overlying graphitic carbon layer. Material according to 25 
the present invention is obtained by weaving strands of 
high strength carbon or graphite fibers into a two-di- 
mensional fabric-like structure, depositing a layer of 
carbon onto the fibers of the fabric-like structure, heat- 
treating the structure at a temperature sufficient to 
graphitize the carbon layer, and intercalating the gra- 
phitic carbon layer. 

Suitable carbon fibers for use in the present invention 
include, but are not limited to, polyacrylonitrile (PAN) 
based carbon fibers and pitch-based carbon fibers. Typi- 35 
cal PAN fibers have a diameter of about 5 to about 8 
microns and are generally available in strands of from 
about 1000 to about 8000 fibers. Polyacrylonitrile based 
carbon fibers can be obtained from numerous sources 
including Amoco. Amoco PAN fibers are designated 40 
by their tensile strength (T-300, T-400, or T-40). Pitch- 
based carbon fibers are typically about 10 microns in 
diameter and are generally available in strands of from 
about 1000 to about 2000 fibers. Pitch-based carbon 
fibers can also be obtained from Amoco and are desig- 45 
nated by their modulus (P-25, P-35, P-75 or P-100). 

Any number of weave types are suitable for use in the 
present invention. Weave types useful in the present 
invention include but are not limited to plain weaves 
and satin weaves, with satin weaves being preferred. 50 
Plain weaves are weaves wherein a single weft fiber 
goes across a single warp fiber, before going under the 
next warp fiber and then across the following warp 
fiber, etc. Satin weaves, as for example 5 harness satin 
and 8 harness satin, are weaves wherein a single weft 55 
fiber goes over a number of warp fibers before going 
under a number of warp fibers, etc. Satin weaves are 
designated by the number of warp fibers over which the 
weft fiber goes before going under. Satin weaves are 
preferred because they provide a greater amount of 60 
fibrous surface area. This is particularly advantageous 
for using the material of the present invention in situa- 
tions which must withstand lightning strike, as for ex- 
ample as a component in an airplane. The greater 
amount of fibrous surface area, the less likely that light- 65 
ning will hit an intersection. Alternatively, for maximal 
fibrous surface area, the “weave” can be an entire layer 
of strands which are aligned adjacent to one another 
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extending in the same direction. The weave types enu- 
merated herein will immediately be recognizable by 
those skilled in the art. 

Any suitable weave direction can be used, as for 
5 example, a two direction weave such as the zero ninety 
weave (warp fiber at zero degrees, weft fiber at ninety 
degrees) or a three direction weave such as zero, sixty, 
negative sixty (warp fiber at zero degrees, weft fibers at 
sixty and negative sixty degrees). 

10 A layer of carbon is deposited on the woven strands 
of high strength carbon or graphite fibers to a thickness 
which is preferably from about 1 micron to about 50 
microns, and more preferably about 4 microns to about 
10 microns. This step of carbon deposition is preferably 
15 performed at a high temperature, for instance in a fur- 
nace or in contact with any suitable heat supply at from 
about 800 to about 1100° C. This fuses the junctions 
between the warp and weft fibers, thus essentially lock- 
ing in the shape of the fabric-like structure. Therefore, if 
a particular shape is required, as for example the shape 
of an airplane wing, it is desirable to place or stretch the 
fabric-like structure prior to carbon deposition over a 
ceramic mold or other object which can withstand the 
high temperatures, thereby holding the fabric-like struc- 
ture in the desired shape during the carbon deposition 
step. 

Chemical vapor deposition (CVD) methods are pre- 
ferred. Hydrogen containing methane or benzene gas is 
flowed over the fibers of the fabric-like structure, the 
30 benzene or methane gas breaks down and a layer of 
carbon is deposited substantially uniformly onto the 
fibers of the two-dimensional fabric-like structure. 

The carbon coated woven strands of the fabric-like 
structure are then heated to a temperature sufficient to 
graphitize the outer carbon layer, as for example from 
about 2500° C. to about 3500° C., preferably from about 
2700° C. to about 3300° C. and most preferably at about 
3200° C. The heat treatment is preferably carried out in 
an inert atmosphere, as for example, in argon gas. The 
heat treatment can be carried out in a number of ways, 
for example in a furnace or by scanning a laser beam 
back and forth over the coated fabric-like structure, 
locally heating sections to about 3000° C., until every 
bit of the structure has been exposed to the beam. Meth- 
ods of graphitizing carbon result in planar layers of 
carbon atoms, each layer in the form of a regular hexag- 
onal network. 

FIG. 1 shows a cross section of a single carbon 
coated polyacrylonitrile hybrid fiber which forms part 
of the woven network of strands of fibers in the hybrid 
fabric-like structure of the present invention. 

The graphitic layer 4 completely surrounds PAN 
core fiber 2. Upon graphitization, fused junctions form 
in the graphite layer 4 where the underlying warp and 
weft strands of high strength carbon fibers 2 cross in the 
fabric-like structure. At this point, the resistance of the 
composite carbon-based fabric-like structure may have 
been reduced to about 70 p.n-cm or lower. 

The graphitic carbon layer of the fabric-like structure 
is then intercalated using any suitable intercalate. Suit- 
able intercalates for use in the present invention include, 
all known intercalates including, but not limited to, 
halogens, mixed halogens, transition metal halides, 
strongly oxidizing acids and alkali metals. Examples of 
suitable halogens include bromine, iodine, and chlorine; 
suitable mixed halides include iodochloride, iodobro- 
mide, and bromofluoride; suitable transition metal ha- 
lides include copper chloride, nickel chloride, and ferric 
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bromide; and suitable strongly oxidizing acids include 
nitric acid, sulfuric acid and perchloric acid. Halogens 
are preferred as intercalates with bromine being the 
preferred halogen. Bromine is the preferred intercalate 
because it forms stable intercalation compounds with 5 
the hybrid graphite fibers which make up part of the 
fabric-like structure of the present invention. 

Any number of intercalation methods known in the 
art can be used, including vapor phase diffusion and 
liquid phase intercalation. Vapor phase diffusion entails 
putting the graphitized fabric-like structure in contact 
with the vapor phase of the intercalate, as for example 
with bromine at room temperature or with copper chlo- 
ride at about 400° C. The reaction conditions for inter- 
calation will of course depend upon the particular inter- 15 
calate used. In liquid phase intercalation, although there 
is a need to wash off extra intercalate from the surface 
of the fabric-like structure after intercalation, a better 
intercalation compound is usually obtained therefore 
making liquid phase the preferable intercalation 20 
method. 

Once the intercalation step is finished, the resistance 
of the composite material may be as low as approxi- 
mately 7 p,n-cm or lower. The value of electrical resis- 
tance will, of course, vary with the particular interca- 25 
late used. 

The present invention also pertains to a highly con- 
ductive laminate composite. The composite is com- 
prised of at least one first layer of a highly conductive 
light-weight hybrid material obtained by weaving 30 
strands of a first high strength carbon or graphite fiber 
into a two-dimensional fabric-like structure. A layer of 
carbon is deposited onto the fibers of the fabric-like 
structure which is then heat treated to a temperature 
sufficient to graphitize the carbon layer and interca- 35 
lated. At least one of the first layers is disposed on at 
least one second layer of strands of a second carbon or 
graphite fiber. At least one of the first and the second 
high strength carbon or graphite fibers is polyacryloni- 
trile based carbon or pitch based carbon fibers. 

This may result in a material having a resistance up to 
about 14 p,H-cm or more. The resistance depends, of 
course, upon the particular intercalate used in the inter- 
calation step. 

The first layer of the highly conductive lightweight 45 
hybrid material provides structural as well as electrical 
advantages to the composite laminate. For example, 
referring to FIG. 2, instead of a 4-ply laminate of poly- 
acrylonitrile based carbon fibers or pitch based carbon 
fibers with an expanded foil cover layer, according to 50 
the present invention, a 4-ply laminate could be made. 

In this laminate, the top layer 106 is made up of the 
hybrid fabric-like structure of the present invention 
wherein carbon coating 104 surrounds polyacrylonitrile 
core 102 and the lower three layers 108 are made of 55 
strands of standard polyacrylonitrile based carbon fi- 
bers or pitch-based carbon fibers. 

The hybrid laminate composite material according to 
the present invention can further comprise a polymer 
matrix material containing both the first layer of hybrid 60 
material and the second layers. Polymer matrix materi- 
als suitable for use in the present invention include but 
are not limited to epoxy resins and polyamide resins. 

A composite sheet or part, for example, a part of an 
airplane, may be formed incorporating materials ac- 65 
cording to the present invention into standard tech- 
niques for composite manufacture known in the art. 
These techniques include alternating between layers of 
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sheets of the material and thin film sheets of polymer 
matrix material, as for example epoxy resins or, alterna- 
tively, layering sheets of materials which are preim- 
pregnated with the resin. These composite materials are 
then cured, according to the curing procedure particu- 
lar to the polymer matrix material used. 

If the part to be made from the composite is not pla- 
nar or sheetlike in shape, the hybrid fabric-like layer 
should be first manufactured in the desired final shape, 
10 because it will not be very flexible due to fusing of the 
carbon layer at the junctions between fibers during 
carbon deposition and subsequent graphitization, and 
then placed over the remaining conventional carbon 
layers prior to curing. 

What is claimed is: 

1. A highly conductive lightweight hybrid material 
comprising: 

a fabric-like base of intersecting warp and weft 
strands of high strength carbon or graphite fiber 
woven into a satin weave, 

a layer of graphitized carbon uniformly disposed on 
said fiber, said warp and weft fibers being fused at 
their intersections, and 
an intercalate in said layer. 

2. A highly conductive lightweight hybrid material 
obtained by weaving strands of high strength carbon or 
graphite fiber into a two-dimensional fabric-like struc- 
ture having a satin weave, depositing a layer of carbon 
onto the fiber, heat treating the fabric-like structure at a 
temperature sufficient to graphitize the carbon layer, 
intercalating the resulting graphitized carbon layer with 
an intercalate. 

3. The hybrid material according to claim 2, wherein 
said high strength carbon fiber strands are strands of 
polyacrylonitrile based carbon fibers or pitch based 
carbon fibers. 

4. The hybrid material of claim 2, wherein said inter- 
calate is selected from the group consisting of halogens, 
mixed halogens, transition metal halides, and alkali met- 

40 als. 

5. The hybrid material of claim 4, wherein said inter- 
calate is iodochloride, iodobromide, bromofluoride, 
copper chloride, nickel chloride, or ferric bromide. 

6. The hybrid material of claim 4, wherein said inter- 
calate is a halogen. 

7. The hybrid material of claim 6, wherein said halo- 
gen is bromine, iodine or chlorine. 

8. The hybrid material of claim 2, wherein said layer 
of carbon is from 1 micron to about 50 microns thick. 

9. The hybrid material of claim 8, wherein said layer 
of carbon is from 4 microns to about 10 microns thick. 

10. The hybrid material of claim 2, further character- 
ized by having an electrical resistance less than about 
70/xH-cm. 

11. The hybrid material of claim 10, wherein said 
electrical resistance is less than about 25 p,fl-cm. 

12. The hybrid material of claim 11, wherein said 
electrical resistance is less than about 15 /afl-cm. 

13. A highly conductive laminate composite compris- 
ing: 

at least one first layer of a highly conductive light- 
weight hybrid material obtained by weaving 
strands of a first high strength carbon or graphite 
fiber into a two-dimensional fabric, depositing a 
layer of carbon onto the fabric, heat treating the 
fabric to a temperature sufficient to graphitize the 
carbon layer, and intercalating the carbon layer; 
and 
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at least one second layer of strands of at least one 
second carbon or graphite fiber onto which said at 
least one first layer is disposed, 

14. The hybrid laminate composite of claim 13, 
wherein at least one of said first and said second high 5 
strength carbon or graphite fibers is polyacrylonitrile 
based carbon fibers or pitch based carbon fibers. 

15. The hybrid laminate composite material of claim 
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14, wherein at least one of said first and said second high 
strength carbon or graphite fibers is polyacrylonitrile 
based carbon fibers. 

16. The hybrid laminate composite material of claim 
14, further comprising a resinous material containing 
both of said at least one first layer and said at least one 
second layer. 
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